TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

NOTE:

FLAGGER SHALL NEVER BE
STATIONED MORE THAN 1000’
AWAY FROM THE ADVANCE
FLAGGER SIGN.

DETOUR FOR TRUCK TRAFFIC
SHOULD BE PROVIDED FOR
LOCATIONS WITH HIGH PERCENTAGE
OF TRUCK VOLUMES.

FOR LONG TERM PROJECTS, ROUTE

SIGN ASSEMBLIES CONSISTING OF ROUTE
SIGNS AND ADDITIONAL AUXILLARY SIGNS
THAT FURTHER IDENTIFY THE ROUTE AND
INDICATE THE DIRECTION SHOULD BE USED
IN PLACE OF THE WI2-1 DOUBLE ARROW
WARNING SIGN.

SIGN MESSAGES AND PLACEMENT
| SAME ON ALL FOUR AF‘F‘ROACHESl

—

50’ MIN-
100" MAX]|

>
[a
o

o=

=

i
T
=] \ 500"

o
<o
k k k k2" 5o in-

SIGN MESSAGES AND
PLACEMENT SAME ON
ALL FOUR APPROACHES

*WI2-1 DOUBLE ARROW WARNING
SIGNS SHALL ONLY BE USED ALONG
APPROACHES WITH MEDIAN ISLANDS.
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IMPORTANT:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL

NOTES MD 104.00-01 - MD 104.00-18 AND
STANDARD DETAILS MD 104.01-01 -

MD 104.01-81
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SIGN MESSAGES AND PLACEMENT
SAME ON ALL FOUR APPROACHES |
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SPECIFICATION | CATEGORY CODE ITEMS
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Maryland Department of Transportation
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